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Abstract

This thesis investigates the microdosimetric and radiobiological aspects of proton ther-
apy using Geant4 simulation toolkit. It focuses on Neutron Capture Enhanced Particle
Therapy (NCEPT) and the variation of relative biological effectiveness (RBE) along the
proton Bragg Peak (BP). This work is motivated by the necessity to establish a link be-
tween physical dose distributions and their biological effects, with the aim of improving

the assessment of radiation quality and its impact on cancer treatment.

The model of the silicon on insulator (SOI) microdosimeters were used in this work to
simulate the energy deposited by proton beams into the micron sized sensitive volumes
(SVs). In this work, the detector position, beam size, detector’s converters, target materi-
als generating neutrons such as tungsten were investigated in details. The beam energies
as well as detector configurations were varied to enhance the production of high Linear
Energy Transfer (LET) particles from neutron capture reaction while minimizing the dose

to healthy tissue.

The results show that by adding °B, either uniformly distributed in the SVs, or by
placing the °B,C converter on top of the detector SVs, leading to a dose increase via
the °B(n; )’Li reaction. This effect was most pronounced for larger beam sizes, which
delivered a higher thermal neutron flux to the detector. Both detector configurations
exhibited clear peaks in the microdosimetric spectra, and higher dose-mean lineal energy
were obtained, indicating more intense, localized biological damage within the volume of
interest. The RBE values were observed to increase sharply at the distal edge of the BP
correlated with the rising LET values which results in a LET hot spot beyond the physical
dose maximum. However, an RBE of 1.1 is currently assumed and implemented for proton
therapy, which may negatively impact treatment outcomes. This work emphasizes the
importance of accurately deriving RBE values to better reflect the biological effects and

improve patient safety.

This thesis highlights the need for experimental validation of simulation results and rec-
ommends the integration of microdosimetric data and variable RBE models into clinical

treatment planning. Such approach enables more accurate delivery of the biological dose
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while reducing risks to healthy tissues. Microdosimetry was demonstrated to be a powerful

tool for pratical application of particle therapy.

The results demonstrate that NCEPT can precisely provide a boost dose to the tumor.
Overall, this work encourages the move toward biologically optimized planning in hadron

therapy.

Keywords: microdosimetry, proton therapy, neutron capture, RBE
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Abstract in lingua italiana

Questa tesi indaga gli aspetti microdosimetrici e radiobiologici della proton terapia uti-
lizzando il toolkit di simulazione Geant4. L’attenzione é rivolta alla Neutron Capture
Enhanced Particle Therapy (NCEPT) e alla variazione della relative biological efficiency
(RBE) lungo il picco di Bragg dei protoni. Il lavoro & motivato dalla necessita di stabilire
un legame tra le distribuzioni di dose fisica e i loro effetti biologici, con 'obiettivo di
migliorare la valutazione della qualita della radiazione e del suo impatto nel trattamento

del tumori.

I1 modello dei microdosimetri silicon on insulator (SOI) ¢ stato impiegato per simulare
I'energia depositata dai fasci di protoni nei volumi sensibili (SVs) di dimensioni micro-
metriche. In questo studio sono stati analizzati in dettaglio la posizione del rivelatore, le
dimensioni del fascio, i convertitori del rivelatore e materiali bersaglio capaci di generare
neutroni, come il tungsteno. Sono state inoltre variate le energie dei fasci e le configu-
razioni dei rivelatori, al fine di incrementare la produzione di particelle ad alto Linear
Energy Transfer (LET) provenienti dalle reazioni di cattura neutronica, minimizzando al

contempo la dose ai tessuti sani.

I risultati mostrano che I'aggiunta di 1°B, sia distribuito uniformemente nei volumi sen-
sibili, sia posto sotto forma di convertitore di 1°B4C sopra i volumi sensibili, comporta
un incremento della dose tramite la reazione 1°B(n; )’Li. Questo effetto risulta piil ev-
idente per fasci di dimensioni maggiori, che forniscono un flusso piu elevato di neutroni
termici al rivelatore. Entrambe le configurazioni del rivelatore hanno mostrato picchi
distinti negli spettri microdosimetrici e valori piu alti di energia lineale media di dose,
indicando un danno biologico pitl intenso e localizzato all’interno del volume di interesse.
I valori di RBE sono stati osservati crescere bruscamente al margine del picco di Bragg,
in correlazione con 'aumento del LET, che genera un hot spot di LET oltre il massimo
della dose fisica. Tuttavia, nella pratica clinica é attualmente assunto e implementato
un valore costante di RBE pari a 1,1, il che puo avere un impatto negativo sugli esiti
terapeutici. Questo lavoro sottolinea I'importanza di derivare valori accurati di RBE per

riflettere meglio gli effetti biologici e migliorare la sicurezza dei pazienti.



La tesi evidenzia la necessita di una validazione sperimentale dei risultati delle simulazioni
e raccomanda l'integrazione dei dati microdosimetrici e dei modelli di RBE variabile nei
sistemi di pianificazione clinica del trattamento. Un tale approccio consente una sommin-
istrazione pitl accurata della dose biologica, riducendo i rischi per i tessuti sani. E stato
dimostrato come la microdosimetria rappresenti uno strumento potente per ’applicazione

pratica della terapia con particelle.

I risultati dimostrano che la NCEPT puo fornire con precisione una dose di boost al
tumore. In generale, questo lavoro incoraggia la transizione verso una pianificazione

biologicamente ottimizzata nella adroterapia.

Parole chiave: microdosimetria, adroterapia, cattura neutronica, RBE



Contents

Abstract

Abstract in lingua italiana

Contents

Introduction

1 Proton and Heavy Ion Therapy

1.1 Radiation Interactions . . . . . . . . . . .

1.1.1
1.1.2
1.1.3
1.14

Charged Hadron Interactions . . . . .. .. .. ... .. ......
Neutron Interactions . . . . . . . . . . . . ...
Electron Interactions . . . . . . . . . . ...

Photon Interactions . . . . . . . . . . . ...

1.2 Hadrontherapy . . . . . . . . . . . . . . .

1.2.1 Beam delivery systems . . . . . . . .. ... ... ...
1.2.2  Stopping Power . . . . . . . ..o
1.2.3 Linear energy transfer . . . . . .. . ... ... ... ...
1.3 NCEPT . . . .

2 Microdosimetry and Radiobiology

2.1 Microdosimetric quantities . . . . . . . . ... Lo
2.2 Radiobiology . . . . . ..

2.2.1
2.2.2
2.2.3
224

Linear quadratic model . . . . . . . .. . ... oo
Local effect model . . . . . . . . .. ..
Microdosimetric kinetic model . . . . . . . . . .. ... ...

Biological weighting function . . . . . . .. ... ... ... .. ...

2.3 Introduction to Monte Carlo - GEANT4 . . . . . . . . . . ... ... ...

3 Detectors and Setup

iii

10
10
12
14
15
16
19



3.1 Tissue equivalent proportional counters . . . . . . . . . ... ... .....

3.2 Silicon Microdosimetry . . . . . .. ...
3.3 Mushrooms SOI . . . . . . . .. ..
3.3.1 Detector Design . . . . . . . . . ..
3.3.2 Detector design for NCEPT . . . . ... ... ... ... .. ....
3.3.3 MicroPlus Design . . . . .. .. ... oo

4 NCEPT Results and discussion

4.1 Simulations setup . . . . . . .. L
4.1.1 Geometry . . . . ..
4.1.2 Beams . . . . . ..

4.2  Microdosimetric analysis . . . . . . .. ..o
421 Beams . . . . ...
4.2.2  Tunsgten contribution . . . . . . .. ... ... L.
4.2.3 Configurations . . . . . . . . ...
4.2.4 Physicsmodels . . . ... ...

4.3 Converter thickness . . . . . . . .. .o

4.4 Discussion . . . . . ...

5 RBE evaluation along the Bragg Peak

5.1 Setup. . . . . .
5.2 Microdosimetric results . . . . . . ..o
5.3 RBE analysis . . . . . . . . . .
5.4 Physics comparison . . . . . ... Lo
5.5 Discussion . . . . . ...

Conclusions and future developments

Bibliography
List of Figures

List of Tables

49
49
90
55
o8
o8
60
62
67
70
)

79
79
82
38
90
92

95

99

109

113



Introduction

Radiotherapy is a cornerstone of modern cancer treatment, playing a crucial role in the
management of a wide range of tumors. Its primary objective is to deliver a lethal dose
of ionizing radiation to tumor cells while minimizing exposure to surrounding healthy
tissues. Over the past decades, major innovations in technology and theory, such as the
development of intensity-modulated radiotherapy, image-guided techniques, and hadron
therapy, have dramatically improved the precision and effectiveness of radiation treat-
ments. Among these, proton therapy and hadron therapy offer key advantages over
conventional X-ray therapy: they exploit the unique depth dose distribution of charged
particles, characterized by the Bragg peak, which allows for precise dose delivery to the
tumor. This results in superior sparing of healthy tissues and critical organs, reduced risk
of side effects, and the potential for effective treatment of deep seated or radioresistant
tumors. Additionally, the higher linear energy transfer (LET) of heavy ions in hadron
therapy leads to more complex DNA damage in cancer cells, which is more difficult to
repair. This enhances tumor control, particularly in hypoxic or resistant regions. Despite
these achievements, there remains considerable scope for further innovation, particularly

in enhancing tumor control and reducing patient side effects.

The complexity of the radiation field and its biological impact at the microscopic scale
is a critical challenge in radiotherapy. The biological effectiveness of radiation is not
determined only by the absorbed dose, but also by the spatial and stochastic distribution
of energy deposition within cells and subcellular structures. This is where microdosimetry
becomes essential. Microdosimetry provides the tools and framework to measure and
analyze the energy imparted by ionizing radiation in small volumes, comparable to the
dimensions of biological cells and their critical targets. By characterizing the distributions
of lineal energy and specific energy at these scales, microdosimetry enables a more accurate
assessment of the relative biological effectiveness (RBE) of different radiation qualities
and treatment modalities. In the context of hadron therapy, which utilizes protons and
heavier ions, microdosimetry is particularly important. The unique depth dose profile of
charged particles, characterized by the Bragg peak, allows for highly conformal irradiation

of tumors. However, the interactions of these particles with tissue and beamline materials
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also produce a spectrum of secondary particles, including neutrons, which contribute to
the overall radiation eld and its biological e ects. Understanding and optimizing these
mixed elds requires detailed analysis, as the RBE can vary signi cantly with depth,
particle type and tissue characteristics.

This thesis explores an emerging strategy to enhance the therapeutic potential of particle
therapy: Neutron Capture Enhanced Particle Therapy (NCEPT). NCEPT [1] [2] seeks
to combine the physical precision of charged particle beams with the biochemical selec-
tivity of neutron capture agents, such as'°B, which can be preferentially delivered to
tumor cells. During hadron therapy, heavy ions interact with tissue and beamline ma-
terials, producing a spectrum of secondary particles, including thermal neutrons. When
these thermal neutrons are captured by°B enriched agents localized within tumor cells,
they trigger the neutron capture reaction, resulting in the emission of high LET parti-
cles: particles and ‘Li nuclei. These high LET particles deposit their energy over a
very short range, causing intense, localized biological damage where the capture agent
has accumulated. This dual-action approach o ers the potential for signi cant localized
dose ampli cation within the tumor, while minimizing additional exposure to surround-
ing healthy tissues. By integrating the physical advantages of hadron therapy with the
biochemical targeting of neutron capture agents, NCEPT represents a promising avenue
for improving the therapeutic index of particle therapy, especially for tumors that are
di cult to treat with conventional modalities.

In this thesis, advanced silicon-on-insulator (SOI) microdosimeters developed by the Cen-
tre for Medical Radiation Physics (CMRP, University of Wollongong, Australia) are used
to investigate the radiobiological and physical enhancement provided by the presence of
thermal neutrons in particle therapy. Monte Carlo simulations with the Geant4 toolkit
are used to model patrticle interactions and energy deposition at the microscopic scale,
with a particular focus on the complex radiation elds generated during NCEPT. Through
these simulations, this thesis aims to deepen the understanding of how neutron capture
agents, such asB, selectively delivered to tumor cell, can be exploited to achieve more
localized and e ective tumor irradiation by harnessing the high LET particles produced in
neutron capture reactions. The use of SOI microdosimetry enables a detailed character-
ization of energy deposition patterns, which is essential for evaluating both the physical
and biological impacts of these therapeutic strategies.

The second major focus of this thesis is the study of RBE in proton therapy. While a
constant RBE value of 1.1 is typically adopted for treatment planning in clinical practice,
this simpli cation does not fully re ect the true variation of RBE along the proton path,
particularly near the Bragg peak where LET increases. In this work, a microdosimetric
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analysis is performed to assess as a function of depth in water the changes in RBE, using
both established radiobiological models and simulation data. This thesis provides insights
that could contribute to more accurate and personalized approaches in proton therapy,
aiming to improve tumor control and minimize side e ects for patients, by exploring how
RBE varies with depth and radiation quality.

The structure of the thesis is as follows:

1. Proton and Heavy lon Therapy . This chapter provides an overview of radiation
interactions with matter, focusing on the mechanisms relevant to hadron therapy.
It details the physical principles underlying charged particle therapy, including the
Bragg peak phenomenon, beam delivery systems, and the production of secondary
particles, such as neutrons. This chapter introduces the concept of NCEPT, high-
lights its potential advantages, and discusses the rationale for integrating neutron
capture processes into particle therapy.

2. Microdosimetry and Radiobiology . This chapter introduces the fundamental
guantities and methodologies of microdosimetry, emphasizing their role in quantify-
ing energy deposition at cellular and subcellular scales. Key radiobiological models,
including the linear quadratic model and the microdosimetric kinetic model, are re-
viewed. The integration of microdosimetric spectra with biological weighting func-
tions is examined, establishing a foundation for linking physical energy deposition
to biological e ects. In addition, this chapter introduces the Monte Carlo toolkit
Geant4 and details its application in simulating radiation transport and interactions
for microdosimetric studies.

3. Detectors and Setup : This chapter introduces the main types of detectors used
in microdosimetry. It begins with an overview of conventional detectors, such as tis-
sue equivalent proportional counters, highlighting their strengths and limitations in
replicating the response of biological tissue at the cellular scale. The chapter then
focuses on the silicon microdosimeters developed by the CMRP, with particular
emphasis on the design, structure and advantages of the Mushroom SOI micro-
dosimeter. Special attention is given to the innovations that make the Mushroom
SOI microdosimeter suitable for high resolution microdosimetric measurements and
the con gurations used in NCEPT.

4. NCEPT Results and Discussion  : In this chapter the results of Monte Carlo
simulations investigating the microdosimetric impact of thermal neutrons in NCEPT
are presented and analyzed. The performance of di erent detector con gurations,
including standard, boron-doped and®B,C converter designs, is compared in terms
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of neutron detection e ciency and energy deposition. The in uence of key param-
eters, such as beam size, converter thickness, and presence of a tungsten neutron
converter, is explored, with an emphasis on optimizing the conditions for enhanced
neutron capture e ects.

. RBE Evaluation along the Bragg Peak : This chapter is dedicated to the
analysis of the spatial variation of RBE along the Bragg peak in proton therapy.
Using microdosimetric spectra obtained from Monte Carlo simulations, the chapter
investigates how RBE changes with depth in water, considering di erent detector
geometries and physics models. The analysis provides a comprehensive assessment
of depth dependent RBE and highlights the importance of accounting for RBE
variation in treatment planning for proton therapy.

. Conclusions and Future Developments  : The thesis concludes with a summary
of the main ndings, highlighting the integration of microdosimetric data into treat-
ment planning. Future research directions, including experimental validation and
the extension of NCEPT concepts to clinical scenarios, are proposed.
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This chapter provides a brief overview of radiation interactions with matter in the eld of
hadron therapy and the concept of radiation therapy with charged particles. The focus is
on the employment of neutron capture enhanced patrticle therapy (NCEPT), highlighting
its potential advantages over conventional techniques and exploring the enhancement
e ect induced by the thermal neutrons generated.

1.1. Radiation Interactions

A comprehensive understanding of radiation interactions in matter is crucial for evaluating
their biological impact and simulating these processes within a Monte Carlo framework.
This thesis focuses primarily on the study of hadrons, particularly protons. Nevertheless,
the interaction of these primary particles generates a spectrum of secondary particles,
including neutrons, heavy charged particles, fragments, electrons, and photons. The
associated interactions must be correctly understood and accounted for. This section
presents a detailed analysis of charged hadron interactions, accompanied by an overview
of the interaction mechanisms of secondary particles.

1.1.1. Charged Hadron Interactions

Charged hadrons, such as protons, interact with matter through multiple mechanisms as
they travel through a material. Their charged nature leads to predominant interactions
with atomic electrons and the electric elds surrounding target nuclei. Direct interactions
with the nucleus are also possible in what is termed a nuclear interaction. The primary
interaction mechanisms for protons can be classi ed as follows:

1. Electronic Interactions;
2. Elastic Nuclear Interactions;

3. Inelastic Nuclear Interactions.
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Electronic Interactions

These interactions can be divided into two main categories: those in which the charged
hadron interacts with a single bound electron of the target nucleus, and multiple Coulomb
scattering, where the incident hadron approaches the target nucleus and is scattered due
to the interaction between their electric elds.

In the rst interaction, the charged hadron interacts with a single bound electron of the
target atom or molecule, resulting in either electron excitation or atom ionization. This
type of interaction constitutes the primary mechanism of energy loss for the charged
hadron as it travels through a medium. Electronic interactions with individual electrons
can be classi ed as either inelastic or elastic, depending on di erent factors. The interac-
tion is considered inelastic if the energy transferred to the electron is su cient to excite it
to a higher energy level within the atom's shell structure or to completely remove it from
the atom, resulting in ionization as illustrated in Figure 1.1a. These processes signi cantly
contribute to energy deposition in the medium. Conversely, if the energy transferred is
not enough to either ionize the atom or excite the electron to a higher state, the interac-
tion is classi ed as elastic. In this case, both energy and momentum are conserved, and
the electron remains bound to the atom. Unlike inelastic collisions, elastic interactions
do not signi cantly contribute to the hadron's energy loss.

In multiple Coulomb scattering, the incident hadron approaches the target nucleus, and
the interaction between their electric elds results in scattering. This electric eld inter-
action can cause the hadron to deviate from its original trajectory with a reduced energy,
or it can cause the hadron and the nucleus to be scattered at small angles relative to
one another. In this case, only glancing interactions are considered, where the hadron is
de ected by a small angle. Since it is a glancing interaction and due to the mass di erence
between the hadron and the target nucleus, the nucleus typically does not recoil and no
secondary particles are produced. Moreover, the small scattering angle implies that the
hadron's energy remains unchanged, making multiple Coulomb scattering an insigni cant
form of energy loss. This interaction is crucial in hadron therapy because it causes the
hadron's trajectory to deviate slightly, resulting in beam spreading at depth.

Elastic Nuclear Interactions

Elastic nuclear interactions also occur between the electric elds of the incident hadron
and the target nucleus. Unlike multiple Coulomb scattering, which typically results in

small angle de ections, elastic nuclear interactions involve more substantial scattering
angles. In this case, both the hadron and the nucleus are signi cantly de ected, leading
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to greater energy loss for the hadron.

The total energy and momentum of the system are conserved during the interaction, as the
name suggests. The degree of scattering is in uenced by the size of the target nucleus, the
mass of the incident hadron, and its energy. This form of scattering is more pronounced
when lighter nuclei or lighter and more energetic hadrons are involved. Elastic nuclear
interactions do not produce high LET particles from the nucleus. However, the scatter
can signi cantly alter the path of lighter hadrons as displayed in Figure 1.1b.

Inelastic Nuclear Interactions

When a hadron overcomes the Coulomb barrier and interacts directly with the target
nucleus, inelastic nuclear interactions occur. These collisions transfer energy to the nu-
cleus, resulting in signi cant changes to both the hadron and the nucleus itself. During
this process, the hadron's energy and trajectory may change, while the nucleus is often
elevated to an excited state. To return to stability, the nucleus releases this excess energy
by ejecting secondary particles that are important to consider. A representation of this
is illustrated in Figure 1.1c.

Figure 1.1: Schematic illustration of proton interaction mechanisms: (a) electronic inter-
action, (b) elastic scattering with nucleus, (c) inelastic nuclear interaction [3].

The resulting products generally possess higher LET compared to the original hadron.
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These high LET particles can cause signi cant biological damage. However, neutrons and
gamma photons generated during these interactions are also of concern. Due to their long
path lengths, these secondary particles can travel beyond the Bragg peak. In cases where
the incident hadron is su ciently large, fragmentation of the hadron itself can occur.
This process produces two or more secondary products through direct interaction with
the target nucleus.

Nuclear Spallation Reaction

Nuclear spallation reaction is a high energy inelastic nuclear interaction that occurs when
energetic particles, typically protons with energies exceeding 50 MeV, strike a heavy
atomic nucleus causing it to emit lighter particles and leaving behind a residual nucleus
that is lighter than the original target. The process involves two distinct stages: rst, an
intranuclear cascade where the incident particle undergoes direct reactions with nucleons
inside the target nucleus, creating high energy secondary particles and leaving the nucleus
in an excited state; second, a nuclear de-excitation or evaporation phase where the excited
nucleus relaxes by emitting low energy neutrons, protons, alpha particles, and other light
particles. When a high energy proton bombards a heavy atomic nucleus such as tungsten
or lead, approximately 20 to 30 neutrons are expelled from each nucleus, making this
process highly e cient for neutron production. Additional information on spallation can

be found in [4].

Figure 1.2: Typical secondary particle production in a particle nucleus interaction [4].

Spallation reactions can be used to produce neutron uxes with a high energy proton
beam on a thick, heavy metal target. The energetic cost of producing spallation neu-
trons is approximately six times lower than that of neutrons produced via nuclear ssion,
and the process o ers superior control capabilities because the accelerator beam can be
turned o to immediately stop neutron production. In this work, tungsten was used to
promote spallation due to its properties as a spallation target material [5]. Tungsten is
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well suited for spallation applications because of its high atomic number, which maximizes
the e ciency of neutron production according to the relationship between atomic mass
and neutron yield. The collision of protons with tungsten nuclei throws o a collection
of high energy neutrons through the spallation process. The selection of tungsten as the
spallation material is based on several advantages that make it superior to other heavy
metal alternatives [6]. Tungsten exhibits excellent thermal properties, including a high
melting point and high thermal conductivity, which are essential for withstanding the
intense energy deposition during spallation reactions [5].

1.1.2. Neutron Interactions

As neutral hadrons, neutrons interact with matter in di erent ways compared to charged
particles. Although neutrons are electrically neutral, they possess a magnetic moment,
spin, and a non zero internal charge distribution. These properties allow weak electromag-
netic interactions with electrons; however, such interactions are considered negligible. The
predominant interactions between neutrons and matter occur through direct interactions
with the nucleus of an atom. These can be categorized into three primary mechanisms.

In elastic scattering, the neutron interacts with the target nucleus without altering its
internal structure. Energy and momentum are conserved, and the neutron may be either
de ected by the nuclear eld or absorbed and re-emitted. Part of the neutrons energy is
transferred to the nucleus, causing it to recoil. The amount of energy transferred depends
on the neutron initial energy, recoil angles and the relative size of the ion. The neutron
continues on its path with reduced energy, while the recoil nucleus deposits energy in the
medium.

In inelastic scattering, the neutron collides with the nucleus and excites it to a higher
energy state. The nucleus can then return to a stable state by emitting secondary radiation
such as photons, neutrons, or charged particles:

n+2X 1 n%+2X | n%+ 2X + (1.1)

where2X is the excited nucleus. This process results in a loss of energy for the neutron,
which is deposited in the medium through the secondary particles emitted. Both inelastic
and elastic scattering are the main interactions for high energy neutrons.

At lower neutron energies, especially for thermal energies ( 0.025 eV), neutron capture
becomes more probable. The neutron is absorbed by the nucleus, forming a compound
nucleus in an excited state. The nucleus then stabilizes by emitting photons, neutrons or
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charged particles:
n+5X 1 2X 1 29X+ (1.2)

For example, in the case of thermal neutron capture b{’B:
n+¥®81 B 1 i+ o+ (1.3)

Also in this case the neutrons energy is transferred indirectly to the surrounding medium
via the secondary particles generated.

1.1.3. Electron Interactions

As electrons are the predominant secondary particle species produced as charged hadrons
traverse matter, it is essential to understand and consider their interaction properties.
Like charged hadrons, electrons can excite and ionize atoms through electromagnetic
interactions since they are negatively charged. However, due to their considerably lower
mass, electrons are much more de ected when interacting with the Coulomb eld of atomic
nuclei. This de ection can result in the emission of a photon to conserve the momentum,
a process known as Bremsstrahlung. The probability of Bremsstrahlung increases with
the atomic number of the medium and the kinetic energy of the electron, making it
particularly relevant in high Z materials. In addition, when an electron encounters the
positron, a positively charged particle of the same mass, annihilation may occur. This
results in the complete conversion of their rest mass into energy, typically producing two
photons of 511 keV emitted in opposite directions. This process is the basis for positron
emission tomography (PET), a technique used in diagnostic nuclear medicine.

1.1.4. Photon Interactions

Photons are uncharged and as such do not continually lose energy as they traverse mat-
ter. Instead, they interact discretely and their energy is deposited in the medium through
secondary particles produced by these interactions. There are four distinct interaction
pathways for photons, each governed by the energy of the photon and the material prop-
erties of the medium [7].

The photoelectric e ect occurs when a photon interacts directly with a bound electron.
In this case, the photon is completely absorbed and the electron is ejected from the atom.
The kinetic energy of the ejected photoelectron is given by:

Ex=nh Ep (14)
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whereh is the photon energy andg;, is the binding energy of the electron. This inter-
action is dominant at low photon energies and is more probable in high Z materials.

Compton scattering is similar to the photoelectric e ect in that the photon interacts with

an electron and causes ionization. However, in this case the photon transfers only part
of its energy to the electron and is scattered at an angle with reduced energy. This pro-
cess dominates at intermediate photon energies. The relationship between the scattered
photon energy and the scattering angle is given by the Compton equation:

EC= E

_ (1.5)
1+ 551 cos)

Pair production is possible when the photon energy is equal to or greater than twice
the rest mass of an electron (1.022 MeV). In the presence of a nucleus, the photon may
disappear and an electron-positron pair is created. The excess energy is shared as kinetic
energy between the two particles. The positron will eventually annihilate with an electron,
producing two 511 keV photons. The cross-section for pair production increases with
atomic number and photon energy.

In Rayleigh scattering, the photon interacts with the atom as a whole, without transferring

energy to it. The photon is scattered at small angles without changing its energy. The
de ection is elastic, and no ionization or excitation occurs. This interaction is relevant
only at low photon energies and in high-Z materials.

Figure 1.3: Probability of a photon interaction depends on the energy of the photon and
the atomic number of the material.
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1.2. Hadrontherapy

Radiation therapy is the medical use of ionizing radiation for the treatment of tumours,
aiming to deliver radiation to cancer cells to destroy them while minimizing the dose to
healthy tissues. In conventional radiation therapy, X-rays are used to damage cells by
exploiting the biological e ects of radiation, both through direct interaction with molec-
ular bonds of cellular species and via the generation of chemically reactive species, such
as free radicals. These free radicals can di use and interact destructively with cellular
structures.

Hadrontherapy represents a signi cant advancement in external beam radiation therapy.
It o ers highly conformal dose distributions that better spare healthy tissues, thanks
to the benets of the Bragg peak. The concept of using heavy charged particles for
therapeutic purposes was rst proposed in 1946 by Robert R. Wilson at the Lawrence
Berkeley Laboratory (LBL) [8]. The strength of hadrontherapy lies in the distinctive
physical and radiobiological characteristics of charged hadrons, which enable superior
dose conformity. These particles have a well de ned range in tissue, depositing little
energy at shallow depths and reaching a maximum, the Bragg peak, just before coming
to rest.

Figure 1.4: Comparison of intensity-modulated radiation therapy (left) vs proton beam
therapy (right) for prostate cancer. [9]

By varying the energy of the hadrons, the Bragg peak can be positioned at specic
depths within the patient, thereby allowing precise targeting of the tumour volume. Using
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multiple converging beams, it is possible to superimpose several Bragg peaks within the
tumour, which intensi es the dose where it is most needed. This depth-dose pro le
contrasts with that of X-rays, which deposit maximum energy near the surface or just
below it. A comparison of dose distributions from photon based radiotherapy and carbon
ion therapy is presented in Figure 1.4, highlighting the reduced irradiation of normal
tissues with carbon ions.

The presence of the Bragg peak is mainly due to electromagnetic interactions that charged
hadrons undergo continuously as they traverse matter. These interactions lead to the
excitation or ionization of atomic electrons, and at lower energies, near the end of the
range of the patrticle, elastic collisions with target nuclei become signi cant. This enables
e ective treatment of deep seated tumours. Another key advantage of protons is that
beyond the Bragg peak, no primary radiation dose is delivered apart from a minimal dose
from secondary particles and nuclear fragments. This represents a clear advantage over
X-rays, allowing for greater sparing of critical organs or tissues located just beyond the
tumour. It becomes evident how hadrontherapy enables e ective tumour irradiation while
reducing damage to healthy tissues, both at the beam entrance and beyond the distal edge
of the dose curve, as illustrated in Figure 1.5.

Figure 1.5: Comparison of how dierent kind of radiations deposit energy in a water
phantom.
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1.2.1. Beam delivery systems

It is important to note that Figure 1.5 does not represent a realistic clinical treatment
plan. In practice, radiotherapy is never performed using a single beam, as this would
result in excessive dose to shallow tissues and could lead to complications. Instead, in
hadrontherapy, the beam energy is modulated to smooth out the steep energy gradient
around the Bragg peak, creating what is known as the spread out Bragg peak (SOBP).
This extended dose distribution allows the full tumour volume to be uniformly irradiated.
Beam delivery techniques can be categorized into passive and active systems, each with
distinct characteristics in terms of dose distribution, complexity, and secondary particle
production.

Passive delivery techniques, which have been the most widely used in clinical settings
[10], achieve lateral spreading of the beam through a combination of materials designed
to produce a at beam pro le with constant ux and range. Typically, a dual scattering

foil setup is employed to generate a uniform dose over the desired treatment area. Depth
modulation is then achieved using a rotating modulator wheel [11], which superimposes
multiple Bragg peaks of di erent energies to construct the SOBP as shown in Figure 1.6.
The beam is collimated and shaped di erently according to each patient, while the pen-
etration depth is adjusted using a bolus.

Figure 1.6: Projected proton spread out Bragg peak (SOBP) in water showing individual
weighted Bragg curves that make up the SOBP. [12]
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In contrast, active delivery techniques utilize a magnetically guided pencil beam that
scans across the tumour volume under dynamic control of beam energy and intensity
[13]. This method enables precise dose painting and reduces the need for physical beam
modi ers, thereby minimizing the production of unwanted secondary particles. Active
scanning allows for better conformation of the dose to complex tumour geometries and
improved sparing of healthy tissues. However, it comes with increased complexity in both
beam delivery and dosimetry. Accurate delivery requires careful management of potential
errors that could result in underdosed or overdosed regions, in particular in cases where
organ motion may alter tumour position during treatment.

1.2.2. Stopping Power

One of the primary advantages of hadron therapy over conventional treatments is its
capacity to reduce radiation exposure to surrounding healthy tissues. This is due to the
unique depth-dose pro le of charged particles, which deposit the maximum of their energy
near the end of their trajectory in tissue, rather than along the entire path. This energy
deposition behavior can be described by the stopping powst which de nes the mean
energy loss per unit distance traveled through a medium, as illustrated in Equation 1.6.
(;—I)E( =S+t S+ S (1.6)

The total stopping power is composed of three contributions: electronic (or collision) stop-
ping powerS,, nuclear stopping powelS, , and radiative stopping powerS; [14]. Nuclear
stopping power accounts for elastic collisions between the incident ion and target nuclei,
while radiative stopping power refers to energy loss through bremsstrahlung radiation.
At the therapeutic energies typically used in hadron therapy the dominant contribution
to energy loss comes from inelastic Coulomb interactions with atomic electrons [15], de-
scribed by the electronic stopping power. In this context, the stopping power can be
approximately expressed as proportional to the square of the projectile's charge over its

velocity:

dE , Zz?
— = 1.7

dx/ v2 (2.7)
The full and more accurate description of this energy loss is given by the Bethe-Bloch
formula [16], which quanti es the mean energy loss per unit path length for charged

particles traversing a medium.

At shallow depths within the target, the charged patrticle loses little energy through elec-
tromagnetic interactions, since the stopping power is low. As the particle penetrates
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deeper and slows down, its stopping power increases sharply, leading to a peak in energy
deposition known as the Bragg peak. This occurs when the energy of the particle ap-
proaches the ionization potential of the medium, beyond which it can no longer generate
secondary electrons. Consequently, the absorbed dose drops o rapidly beyond this point.
However, due to the stochastic nature of energy loss at microscopic scales, the precise en-
ergy transferred to the medium varies from one particle to another. This leads to slight

di erences in penetration depth among particles of the same initial energy, a phenomenon
known as energy straggling. Energy straggling becomes more signi cant at higher incident
energies, where the overall range of the particles within the medium increases.

Moreover, particularly for heavy ion beams, nuclear interactions between the incident
particles and the target nuclei can lead to the production of nuclear fragments and recoil
particles. These secondary products form what is known as the fragmentation tail, which
extends beyond the Bragg peak. This poses a challenge in charged particle therapy,
as these fragments can deposit dose in healthy tissues both beyond and laterally to the
treatment area as well as altering the relative biological e ectiveness. The presence of such
radiation increases the risk of secondary malignancies following treatment. As a result,
careful consideration must be given to this radiation environment, with special attention
to minimizing exposure to healthy tissues and organs at risk (OARSs) that surround the
tumour volume.

1.2.3. Linear energy transfer

The second principal advantage of charged particle therapy, alongside its superior ballistic
precision, lies in the spatial pattern of energy deposition by these particles in matter. This
Is characterized by the linear energy transfer (LET), expressed ﬁil and Equation 1.8

Is what is referred to as "restricted” LET [14]. The latter, denotedLET , represents
the average energy deposited per unit path length by a charged patrticle via electronic
interactions, excluding electrons ejected with energy above a threshold

LET =( 2—5) (1.8)

For instance, LET ,50ey quanti es energy deposition excluding electrons generated with
energy 250 eV. This measure provides a more localized representation of energy depo-
sition compared to total stopping power. When no subscript is speci ed, LET is assumed
to be the unrestricted LET (LET; ), which is equivalent to the stopping power.

Protons and heavier ions are characterized by a higher LET compared to photons. This
implies a shorter mean free path between ionization events, resulting in a denser ionization
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track structure, as illustrated in Figure Figure 1.7. The increased ionization density leads
to the formation of damage clusters within biological tissues, such as DNA double strand
breaks (DSBs) and free radicals generated from water radiolysis. These types of damage
are more di cult for cellular repair mechanisms to manage, hence enhancing the biological
e ectiveness of the radiation.

Importantly, the high LET of charged particles can be leveraged to improve treatment

e cacy in hypoxic tumors with reduced oxygen levels. Hypoxia arises when tumor growth
outpaces the development of new blood vessels, leading to heterogeneous oxygen distri-
bution within the tumor. Since oxygen enhances DNA damage induced by radiation
through the xation of free radicals, hypoxic cells tend to be more resistant to conven-
tional low LET radiation like X-rays. The dense ionization of high LET ions, however,
are less dependent on oxygen presence, making them particularly e ective in targeting
and destroying hypoxic tumor cells.

Figure 1.7: Schematic view of di erent particle tracks against di erent biological targets.

Hypoxia represents a negative prognostic and predictive factor, as it contributes to the
development of radiation resistance, hence reducing the probability to control the tumor



18 1| Proton and Heavy lon Therapy

[17]. The biological response of irradiated tissue is in uenced by its oxygenation status,
because oxygen enhances the xation of free radicals that damage cellular components
such as DNA. Consequently, tissues with higher oxygen content show greater radiosensi-
tivity.

This e ect is quanti ed by the Oxygen Enhancement Ratio (OER), which is de ned as the
ratio of the radiation doses required to achieve the same biological e ect under hypoxic

and fully oxygenated conditions:
D

OER = D. (1.9)
where D is the absorbed dose required to induce a given biological e ect in the tissue and
Dy is the dose needed to produce the same e ect in fully oxygenated tissue at standard
atmospheric pressure. In vitro studies [18] have shown that for many cell types irradiated
with X-rays under anoxic conditions, the oxygen enhancement ratio (OER) is approxi-
mately 3, as illustrated in Figure 1.8, which presents OER values corresponding to a 10%
survival fraction in human cells. This indicates that a dose three times higher is necessary
to achieve the same biological e ect in tumor anoxic cells compared to well oxygenated
tissues. The dense ionizing tracks of high LET radiation can induce signi cant biological
damage even in hypoxic regions. These particles are less dependent on molecular oxygen
for their direct damage. As a result, charged particle therapy is more e ective in over-
coming the radioresistance associated with hypoxia, e ectively improving tumor control

in otherwise resistant regions.

Figure 1.8: OER against LET for 10% surviving fraction of human cell cultures.
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1.3. NCEPT

Neutron Capture Enhanced Particle Therapy is a targeted radiotherapy approach designed
to improve outcomes for cancers with poor prognosis, proposed as an alternative approach
to boron proton therapy by Safavi-Naeini et al [1] in 2018. It enhances conventional
charged particle therapy by combining the physical precision of charged particle beams
(such as protons, helium, or carbon ions) with the biochemical selectivity of neutron
capture agents that preferentially accumulate in tumor cells. This dual-action method
provides two key advantages over traditional particle therapy:

1. Localized dose ampli cation: the therapeutic dose within the target volume is in-
creased due to the additional contribution from neutron capture reactions, without
a proportional rise in dose to surrounding healthy tissues.

2. Treatment of micrometastases: since the thermal neutron eld produced by particle
interactions extends beyond the primary beam path, tumor speci ¢ neutron capture
agents can deliver a dose even to microscopic or satellite tumor lesions outside the
primary irradiation area.

NCEPT utilizes thermal neutrons that are generated in the treatment room during the
interaction of high energy particle beams with the tissue and beamline materials. These
neutrons are then captured by biologically targeted agents containing stable isotopes
such as'B or **’G, which are selectively absorbed by cancer cells [19]. The most studied
reaction in this context is:

YB+nt B I 7Li+*He+ ; Q =2:314MeV (94%)
(1.10)
YB+nt B I T7Li+*He Q = 2:796 MeV (6%)

This reaction results in the emission of high linear energy transfer alpha particles and
lithium nuclei, both damaging to biological tissues over short ranges, as well as gamma
photons, most notably with an energy peak at 470 keV. These high LET products are
responsible for the enhanced dose localized within tumor regions enriched witB [20].

Although initial experimental observations of dose enhancement during proton therapy
were attributed to the !B (p;3 ) reaction (as reported by Cirrone et al [21] and Blaha et
al [22)), further investigation revealed that neutron capture by"°B, which has a natural
isotopic abundance of 19.8% [23], is the dominant contributor to the observed e ects [24].
This reinterpretation suggests that similar enhancements should also occur with helium
or carbon ion beams in the presence of enriché®B. The neutron capture cross section
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on 1°B is roughly three orders of magnitude larger than that of thé'B (p;3 ) reaction.

Figure 1.9: As the ion beam passes through tissues located before the tumor, some ions
interact with the surrounding materials, producing various nuclear fragments, including
neutrons that spread throughout the body and gradually lose energy until they become
thermal. Tumor targeting agents deliver'°B specically to cancer cells, where these
thermal neutrons are captured, leading to the emission of high LET particles with short
ranges (4-8 m ). These neutrons can be captured wherever the capture agents accumu-
late, potentially delivering a therapeutic dose even to regions that would not be directly
irradiated by the primary beam. [2]

The total dose delivered to the tumor in NCEPT comprises both the ion beam dose and the
neutron capture dose. The latter is localized due to the short path length of the emitted
high LET particles and the tumor speci city of the capture agent. This dual mechanism
of action increases tumor control probability while reducing normal tissue toxicity, making
NCEPT a promising approach to improve the therapeutic index of particle therapy.
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2 ‘ Microdosimetry and
Radiobiology

Hadron therapy o ers superior dose conformity and improved sparing of healthy tissues
compared to conventional radiotherapy, but it also presents several challenges. One of the
main complexities arises from the complex radiation eld generated by inelastic hadronic
interactions occurring during treatment [15]. Microdosimetry, which quanti es the energy
deposited by radiation in microscopic volumes on the order of micrometers, comparable
to the size of biological cells [25], is crucial for understanding these interactions. This is
especially important because the relative biological e ectiveness (RBE) of the radiation
varies along the Bragg curve, in uenced by the nature of the interactions and the energy of
the particles involved. Given that energy deposition by ionizing radiation occurs through
stochastic processes, analyzing these energy depositions at the micrometer scale enables
a more detailed understanding of their biological e ects. At these small dimensions, the
randomness in both the number of ionizations or excitations and the energy transferred
in each event becomes an important factor [26], making microdosimetry essential for
assessing radiation e ects on cellular structures.

2.1. Microdosimetric quantities

The energy deposited in matter by ionizing radiation is typically expressed in terms of
absorbed dose and linear energy transfer (LET). They are de ned respectively as:

d

D= - (2.1)
dE

L= 5 (2.2)

whered is the mean energy imparted to a massm and dE represents the mean energy
lost while traversing a distancedx. However, these are macroscopic, non-stochastic quan-
tities and do not directly correlate with the biological e ects of radiation, which arise
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from the discrete and discontinuous nature of energy deposition in cell-sized volumes.
To better investigate the biological impact, it becomes necessary to introduce analogous
microdosimetric quantities that can describe energy deposition at microscopic sites where
the behavior becomes stochastic.

The central quantity in microdosimetry is the mean lineal energy, denoted by, which
guanti es the stochastic nature of energy depositions along a de ned chord length within
tissue. It is de ned as shown in Equation 2.3, where represents the energy imparted to
a microscopic sensitive volume (SV), andi is the average chord length.

= __ 2.3
Y= qi (2.3)
The average chord length of any concave shape with a volundeand surface are& can
be approximated using Cauchy's formula as shown in Equation 2.4. In the case of a
spherical SV, typical in TEPC measurements, the average chord Iength%% whered is

the diameter of the sphere.

Hi = < (2.4)

Another key quantity is the specic energy, denoted byz, as de ned in Equation 2.5,
wherem is the mass of the sensitive volume. The mean speci ¢ enerdjgj is equivalent
to the non stochastic quantity of dose.

Z= E (25)

Lineal energy and speci c energy are stochastic quantities, each described by a distribution
function, F(y) and F(z), and an associated probability densityf (y) and f (z). These
distributions are intrinsic to the radiation quality and do not depend on the absorbed
dose or dose rate. In practice, the lineal energy distribution is commonly obtained using
a multi-channel analyzer (MCA), which records energy depositions within de ned time
intervals. To derive the lineal energy spectruni (y), the recorded energy depositions are
divided by the mean chord lengthii and the resulting distribution is normalized to unity.
From this spectrum, key microdosimetric quantities can be derived, such as the frequency
mean lineal energyy; and the dose mean lineal energyy.
VA 1
= yf (y)dy (2.6)

Z 1
Ya = yd(y)dy (2.7)

0
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whered(y) is the dose probability density and it expresses the fraction of absorbed dose per
event of lineal energy betweey andy + dy. By de nition this distribution is normalized

to unity and typically plotted as yd(y) vslog(y). These two quantities are of interest in
determining the quality of the radiation eld. The relations betweend(y) and f (y) are:

dy) = L (y) (2.8)
Vi

T
ya= —  yf(y)dy (2.9)
Yt o
The major advantage of microdosimetry is that it allows to sort out quantitative in-
formation on the quality of mixed radiation elds without prior knowledge on the eld
composition.

The dose equivalent i) is de ned as a measure of radiation to identify and quantify the
e ects of ionizing radiation on health at a point in space. The unit of dose equivalent
is the Sievert (Sv) with Q speci ed by the ICRU [26]. The dose equivalent is calculated
using the following formula:

H = Qangtissue (2.10)

whereDyssye IS the dose absorbed in the tissue arfdaq is the average value of the quality
factor which can be evaluated through the convolution o®(y) and d(y) :
Z
Qavg = Q(y)d(y)dy (2.11)

The ability of microdosimetry to determine average quality factor and dose equivalent
makes it a very useful tool in a wide range of radiation elds.
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2.2. Radiobiology

When treating a tumor with radiation, the goal is to eliminate cancer cells while mini-
mizing damage to surrounding healthy tissue. Since it is not feasible to kill every single
malignant cell without posing serious risks to normal tissues, treatment plans aim to re-
duce the tumor cell population below a threshold su cient to prevent further growth.
Understanding the radiation response of specic cell types is essential to determine the
appropriate dose required to kill the target tumor.

Radiobiology is the scienti ¢ discipline that investigates how ionizing radiation a ects
biological systems, ranging from DNA and individual cells to entire tissues and organisms,
including animal models and humans [27]. A fundamental method in radiobiology is the
study of cell survival as a function of radiation dose, often assessed through clonogenic
assays. These experiments measure the surviving fraction of cells based on their ability
to form colonies after radiation exposure. For cancer cells, the loss of the ability to
reproduce, known as reproductive death, is considered the key outcome and it serves as
the primary endpoint in clonogenic survival analysis.

This concept is relevant in the context of radiation therapy. E ective treatment does
not require the immediate physical destruction of all tumor cells during irradiation, but
rather, the critical objective is to eliminate their capacity to proliferate. A cell may retain
metabolic activity temporarily after irradiation, but if it has lost its ability to divide and
form new cells, it is considered dead. The specic pathway through which the cell dies
Is less relevant from a therapeutic standpoint. What matters is the irreversible loss of
reproductive potential. In larger biological systems like tumors, this loss of clonogenic
capacity leads to a stop in tumor growth. Over time the tumor mass can reduce and be
reabsorbed by the surrounding tissue.

Determining how a particular cell type responds to radiation is typically done using a cell
survival curve. These curves are generated by irradiating cells in vitro, then allowing time
for colony formation and nally counting the number of surviving colonies. The surviving
fraction (SF) of cells is calculated using the relationship shown in Equation 2.12, which
compares the number of colonies formed to the number of cells initially seeded, corrected
by the plating e ciency (PE). The plating e ciency, de ned in Equation 2.13, represents
the ability of cells to form colonies and accounts for factors unrelated to radiation that
may a ect survival. Cell survival data are usually plotted on a semi-logarithmic scale,
with the surviving fraction on the logarithmic axis and absorbed dose on the linear axis, as
shown in Figure 2.1. This visual representation allows to compare cellular radiosensitivity
across di erent treatments.
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SF = CoIonlel,;sE (2.12)
Cells 100
Colonies

PE = ~Colls 100 (2.13)

The cell survival curve provides valuable information into how cells respond to di erent
types of radiation. For high LET radiation, such as that delivered by heavy ions, the
curve typically exhibits a straight linear decline, indicating that the damage, often double
strand DNA breaks, is di cult or impossible for the cell to repair. In contrast, cell survival
curves for low LET radiation, like X-rays or gamma rays, usually display a pronounced
shoulder. This shoulder re ects the capacity of the cell to repair sub-lethal damage at
lower doses. As the dose increases, however, the accumulation of damage surpasses the
repair capacity, and the curve drops more steeply as sub-lethal lesions combine to form
lethal ones. By comparing survival curves of dierent cell lines exposed to a common
reference radiation, the radiosensitivity of each cell type can be assessed.

Figure 2.1: Survival curves of cells irradiated with X rays and low energy ions.

As shown in Figure 2.1, cells exposed to the ion beam require a noticeably lower dose
to reach the same level of cell death compared to those irradiated with X-rays. This
enhanced cell killing capability is described by the relative biological e ectiveness (RBE).
RBE measures the e ectiveness of a given radiation type in producing a speci ¢ biological

e ect, relative to a standard reference radiation, typically photons from¥°Co. It is de ned

as the ratio of the absorbed dose of the reference radiation to that of the test radiation
needed to achieve the same biological outcome, as described in Equation 2.14. One



26 2| Microdosimetry and Radiobiology

commonly used endpoint for comparing RBE is the dose required to reduce the surviving
fraction of irradiated cells to 10

(2.14)

whereD is the absorbed dose required to produce a given e ect on the irradiated system
and D, Is the absorbed dose from the reference radiation eld producing the same bio-
logical e ect. The RBE is dependent on the radiation quality or LET, delivered radiation
dose, dose rate, number of fractions, the chosen endpoint and oxygen concentration.

Because a lower dose is required to achieve the same biological e ect, heavy ion therapy
treatment plans do not rely on the physical dose, D, but instead on the biological dose,
calculated asD RBE. This approach ensures that the prescribed dose re ects more
accurately the biological impact of the radiation. While proton therapy typically applies a
constant clinical RBE value of 1.1 [28], heavy ion therapy, using ions heavier than protons,
requires a variable RBE since the biological e ectiveness changes with depth and ion type.
Heavier ions deliver signi cantly greater biological damage, particularly to radioresistant
tumors, due to their higher LET. The relationship between RBE and LET for achieving
10% cell survival across various cellular systems is illustrated in Figure 2.2.

Figure 2.2: RBE against LET for 10% surviving fraction. Symbols refer to nine di erent
cellular systems.
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At higher LET values, such as those associated with carbon ions, the relative biological
e ectiveness can rise to approximately 3. This implies that, for a given biological e ect,

a carbon ion beam requires only one third the dose needed from the reference radiation.
However, as LET continues to increase, such as with even heavier ions like neon, the RBE
may actually begin to decline due to a phenomenon known as overkilling. Overkilling
occurs when the radiation deposits more energy than necessary to kill a cell. Once critical
targets like DNA are already irreparably damaged, additional energy does not lead to a
greater biological e ect but still contributes to the dose. As a result, the ratio de ning
RBE decreases. This e ect typically begins to manifest at LET values around 100-150
keV=m [29]. The variation in biological damage caused by di erent radiation types
is primarily due to di erences in their track structure, resulting in di ering ionization
densities and thus varying biological impacts.

Since experimentally determining RBE and its dependencies is practically unfeasible, bi-
ological models are essential in radiotherapy treatment planning. These models help
account for the complex interactions between radiation quality, dose, and biological re-
sponse. By modeling the time-dose relationships of cellular responses to ionizing radiation,
it becomes possible to predict cell survival for di erent radiation types and doses. This
enables the estimation of RBE based on microdosimetric characteristics of the therapeu-
tic beam. For an e ective treatment plan, it is crucial to deliver a su cient dose to the
tumor volume to ensure adequate cell kill, while simultaneously minimizing the dose to
surrounding healthy tissues to reduce the risk of long term e ects such as secondary can-
cers. Various radiobiological models have been developed to describe the dose response
behavior of cells and in the context of hadron therapy the use of more sophisticated mod-
els becomes necessary. This is due to the variation of RBE at di erent depths, which
signi cantly complicates treatment planning compared to conventional photon therapy.

2.2.1. Linear quadratic model

This model begins by evaluating the cellular damage induced by radiation at the DNA
level. According to the Theory of Dual Radiation Action (TDRA) [30], lethal damage is
produced either from single critical chromosome breaks or from the pairwise interaction
of DNA double strand breaks. The likelihood of these pairwise interactions, thus the
probability of inducing lethal lesions, is considered to be proportional to the square of
the speci c energyz, whether the energy is deposited in a single event or across two
independent events. To quantify the probability of cell survival following radiation, the
Linear Quadratic Model (LQM) is widely adopted. This model relates the cell survival
fraction, S, to the delivered dose, D. HereS = 1 implies that all cells survive the given
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dose, while values less than 1 indicate a reduction in surviving cells. The LQ model
expresses this relationship as:

S=exp( D D? (2.15)

where and are tissue speci ¢ radiosensitivity coe cients, measured in units oGy *!
and Gy 2, respectively. The linear quadratic model assumes that radiation induced cell
death results from two distinct mechanisms, corresponding to two regions of the cell
survival curve.

The rst component, , is linearly proportional to the dose and represents the initial slope
of the survival curve. It accounts for damage caused by single radiation events, typically
double strand breaks, which may directly result in cell death. In low LET radiation, this
component is responsible for the shoulder observed in the initial region of the survival
curve, re ecting the capacity of the cell to repair sub-lethal damage.

The second component, , is proportional to the square of the dose and becomes increas-
ingly signi cant at higher doses, where repair mechanisms are overwhelmed and damage
from two separate ionization events combine to form lethal lesions. This results in the
downward bending of the survival curve at higher doses. The term re ects the prob-
ability of lethal damage arising from double hit event; hence DSBs generated by the
interaction of two independent tracks.

For high LET radiation, the damage is typically irreparable, and the survival curve is
nearly purely exponential, dominated by the linear term . In such cases, the quadratic
component is negligible, indicating that even low doses can result in signi cant cell
kill. The ratio = de nes the dose at which the contributions from linear and quadratic
components are equal, serving as a useful indicator of the radiosensitivity of a tissue and
its response to fractionation. Tissues with alow= ratio are more sensitive to changes in
dose per fraction, whereas tissues with a high ratio are less sensitive to fractionation.

It should be noted that the linear quadratic model does not perfectly replicate the behavior
of the cell survival curve at all dose levels. While it provides a good approximation at low
to moderate doses, experimental data at very high doses often show that the survival curve
tends to straighten out, becoming more linear rather than continuing to bend downward.
This deviation occurs because the LQM predicts a quadratic term dominance at high
doses, leading to a sustained curvature that does not always align with experimental
observations. However, it is also worth noting that cell survival experiments rarely extend
into these very high dose ranges, particularly in clinical or preclinical settings. As a result,
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the LQM remains a practical and used tool for modeling clonogenic cell survival. One of
its key strengths is its simplicity since it relies on just two parameters, and , which have
clear biological interpretations and can be tted directly from experimental data. Despite
its limitations at high doses, the model o ers a reasonable framework for understanding
and comparing radiation e ects in radiobiology and treatment planning.

2.2.2. Local e ect model

The Local E ect Model (LEM), developed by M. Scholz and Kraft in 1996 [31], was for-
mulated at GSI for calculating RBE values within treatment planning systems. The core
principle of LEM is that cell inactivation results from lethal events whose occurrence is
determined not by the radiation type itself, but by the microscopic track structure that
the radiation produces within cellular targets. For X-ray exposure, the dose is distributed
uniformly across the cell population. In contrast, ion beams deposit energy locally, lead-
ing to what is termed a local dose distribution. LEM models this by postulating that,
after irradiating a group of cells with a given dose D, there is an average number N of
lethal events responsible for cell death. Assuming these lethal events follow a Poisson
distribution, the model expresses the surviving fraction of cells after irradiation with dose
D, denoted as S(D), using the following relationship:

S(D)=exp( N(D))N(D)= InS(D) (2.16)

To further describe cell survival, the LQM is used, where the surviving fraction after a
dose D is expressed in Equation 2.15. Substituting the LQM expression for S(D) into the
LEM equation yields:

N(D)= D + D? (2.17)

If we consider the cell nucleus, with volume V, to consist of multiple sensitive sub-nuclear
regions, then the density of lethal events within the nucleus, denoted &), can be

de ned as:
N(D) _ In(S(D))

(D) = Y v

(2.18)

It is postulated that the occurrence of a single lethal event within any sub-nuclear region
is enough to result in cell death. For X-ray irradiation, the density of lethal events,
I(D), is evenly distributed across the nucleus. In contrast, when only a fraction of the
cell volume, V, is exposed to radiation and the dose varies throughout the nucleus as
D(x,y,z), determining the number of sub-nuclear regions that receive a lethal dosggf ,
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involves integrating the spatial dose distribution over the entire nuclear volume :

222 D (x;y;2)+ D (x;y;2)?

v dxdy dz (2.19)

Niethal =

The fraction of cells that remain viable are those in which no lethal events have taken
place. This can be expressed as:

S=exp( N) (2.20)

The LEM estimates the RBE by utilizing the experimentally determined and param-
eters from X-ray irradiation studies. A fundamental assumption in LEM is that both the
radiosensitivity of the cell and the size of the nucleus remain constant throughout the cell
cycle. However, this introduces potential uncertainties, as both nuclear size and cellular
radiosensitivity are known to increase during certain cell cycle phases. Additionally, LEM
does not account for the e ects of dose rate, which can further impact its accuracy. LEM
enables the prediction of the biological impact of heavy ion irradiation by extrapolating
from X-ray survival curves. This relies on the premise that, at a given absorbed dose,
heavy charged particles and X-rays will generate the same number of lethal events within
the cell. This assumption is valid at the nanometer scale, where the dose is deposited
primarily via the track structure of the radiation. In such small volumes, whether the
energy is delivered by X-ray secondary electrons or by the electrons from ion tracks, the
biological e ect is expected to be similar.

However, as the volume under consideration increases, the interaction mechanisms for X-
rays and ions diverge, leading to di erences in biological e ectiveness. In larger volumes,
the spatial distribution and density of energy deposition di er between radiation types,
which can result in varying biological e ects. LEM is a theoretical framework, grounded
in simulations of ion track structures and their secondary particles across a range of
energies. The parameters of the model are functions of the radial distance from the ion
track, re ecting the localized nature of energy deposition. While LEM provides valuable
results, its predictions of RBE must be validated through experiments. Overall, while
LEM o ers a theoretical tool for understanding the biological e ects of di erent radiation
types, its assumptions and limitations highlight the need for experimental validation and
the integration of alternative models like MKM.
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2.2.3. Microdosimetric kinetic model

The microdosimetric kinetic model (MKM), originally proposed by Hawkins in 1994
[32], builds upon the theory of dual radiation action by incorporating kinetic aspects
of DNA damage repair. Its primary function is to derive the linear component of the
linear quadratic model, the coe cient , using tissue-speci ¢ parameters along with the
dose mean lineal energyyy , which is obtained through experimental microdosimetric
measurements. The MKM considers the stochastic nature of energy deposition at mi-
croscopic scales, integrating both the physical interactions of radiation with matter and
the biological processes of damage accumulation and repair. To extend its applicability
to high LET radiation, Kase et al. [29] introduced modi cations that take into account
the phenomenon of overkilling. This enhanced version, commonly known as the modi ed
MKM, allows for more accurate predictions of RBE across a broader range of LET values,
especially relevant in therapies using heavier ions.

The MKM assumes that each cell nucleus contains multiple sub-nuclear spherical regions
known as domains, whose dimensions are speci ¢ to the cell type. When a patrticle track
passes through a cell, the stochastic nature of energy deposition leads to a distribution of
deposited energies across these domains. Despite this randomness, the model presumes
that the survival probability S of a domain after receiving a certain dose D follows the
same functional form as in the LQM, which is typically used for low LET radiation.

This assumption allows the MKM to link microdosimetric energy distributions directly

to biological outcomes.

S=exp[ AD BD? (2.21)

where A and B are cell specic like and in equation Equation 2.15 for LQM. The
average number of lethal lesions, L, in the domain for the speci c energy, is given by a
linear quadratic relationship:

L = Az + Bz? (2.22)

The number of hits occurring in each domain is assumed to follow a Poisson distribution.
The average number of lethal lesions in a nucleus,,, and the surviving fraction, S, can
be described as follows:
L,=NL = N(Az+ Bz?
=( o+ ozp)D+ D?

= InS (2.23)

where N is the number of domains in a nucleud) is the absorbed dose and;p is the



32 2| Microdosimetry and Radiobiology

speci ¢ energy in a single event in domain. The value @ip can be calculated by:

| _ Yd
Zip Eyd - (2.24)

oN

where , rq, | and m are the density, radium, mean chord length and mass of the domain,
respectively. To take into account overkilling e ects, also called saturation e ects, the
saturation parameter,yy, is introduced :

r dRﬁ

R (2.25)

Yo =
where R, is the radius of the nucleus instead of the domain. The saturation corrected
dose mean lineal energyy is similar to y4 but accounts for overkilling e ects at high
lineal energies, where Kase et al. [29] found values fgrequal to 150keV=m provided
the best t to survival data:

R
_ 2 (1 exp( y*=y)f (y)dy

y =, (2.26)
° yf (y)dy
This correction is then applied to the modi ed MKM parameter
= 0 y (2.27)

2
r g

where  is the initial slope of the survival fraction curve in the limit of zero LET and
is a constant independent of LET. TheRBE ;5 can thus be obtained as:

2D 10;ref
24 In(0:2)

RBE o= P (2.28)

where D et IS the dose required for 10% survival for 20ReV X-rays and has a value
of 5 Gy. In the case of low lineal energy regions, the value ofcould be regarded as a
simple linear function ofz,, as follows:

ot Zip= ot ?/dg (2.29)

2.2.4. Biological weighting function

The biological weighting function (BWF) model o ers a microdosimetric based framework
for estimating the RBE of di erent radiation types. It was originally designed to facilitate
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comparisons among radiotherapy beams used in clinical settings. Over time, it has been
widely adopted for use with microdosimetric spectra, whether obtained experimentally
or through Monte Carlo simulations. This approach operates on the principle that the
biological e ect of radiation can be quanti ed by integrating the dose weighted lineal
energy spectrum, d(y), with a biological response function, r(y), known as the BWF
(Equation 2.30). The shape and form of this weighting function are chosen based on the
speci ¢ biological endpoint of interest, allowing the model to translate microdosimetric
information into predictions of biological impact.

Z
RBE = ' d(y)r(y)dy (2.30)
0
One of the most commonly adopted BWFs was derived by Loncol et al.[33] in 1994 using
an unfolding method applied to combined datasets from spherical tissue equivalent pro-
portional counters (TEPCs) and biological experiments involving exposures to photons,
neutrons, and protons. The biological e ect chosen for calibration was the tolerance of
the mouse intestine, evaluated through in vivo crypt regeneration assays following an 8
Gy dose. The resulting BWF, shown in Figure 2.3, is expressed as a function of lineal
energy y, and was de ned only up to a maximum y value of 100V =m.

Figure 2.3: Loncol's biological weighting function. Figure adapted from [33]

It is important to note that the BWF was derived from measurements performed in
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TEPCs lled with a tissue equivalent propane-based gas mixture. ldeally, for consistency,
the lineal energy spectra used in RBE calculations should be evaluated in this medium.
However, because the mass stopping power ratio between this gas mixture and liquid water
remains approximately 1 across the relevant energy and particle types (according to SRIM
2013, Ziegler et al.[34]), the BWF proposed by Loncol et al.[33] can be directly applied
to lineal energy spectra simulated in liquid water without introducing discrepancies.

A key distinction between the MKM and the approach proposed by Loncol lies in their
treatment of the microscopic dose distribution. While the MKM primarily relies on av-
erage quantities such as the dose mean lineal enexgyor the saturation-corrected lineal
energyy , Loncol's method incorporates a weighting function that evaluates the full dis-
tribution d(y) of lineal energy. This enables the model to account for the entire spectrum
of microscopic energy deposition events rather than just their mean values. As a result,
even when two radiation elds exhibit identicalyy or y , di erences in their underlying
d(y) distributions can be captured, making Loncol's method more sensitive to variations
in radiation quality than the MKM.

Parisi et al.[35] developed an improved biological weighting function (IBWF) to establish a
robust correlation between microdosimetric lineal energy probability density distributions
and the RBE for in vitro clonogenic cell survival at 10% surviving fraction in V79 Chinese
hamster lung broblasts. This model enables fast and reliable RBE assessment across a
wide range of ion species and energies. Further details on the IBWF and its application
can be found in [35].
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2.3. Introduction to Monte Carlo - GEANT4

The Monte Carlo method is a powerful numerical approach widely used in particle and
nuclear physics for simulating stochastic interactions of particles with matter. It is suited
for systems in uenced by stochastic processes and has been adopted in elds such as
radiation transport, nuclear physics, astrophysics, and medical physics. Monte Carlo sim-
ulations are based on the fundamental principle of simulating individual particle histories
using known physical probabilities and cross sections. Each particle's trajectory and
interactions are determined through a sequence of random sampling from probability dis-
tributions that describe physical processes such as scattering, absorption, and secondary
particle generation. In radiation research, Monte Carlo simulations are important because
they allow for accurate modeling of particle interactions within speci ed materials and
geometries, based on de ned input parameters such as particle energy and phantom com-
position. Monte Carlo simulations track individual particles through matter, accounting
for every possible interaction. A typical Monte Carlo code involves the de nition of the
simulation geometry, primary particle source, their energies, and the physics processes to
consider. The simulation proceeds by generating random numbers to determine the out-
comes of particle interactions. For each primary particle, a complete history is simulated,
including the generation and transport of any secondary particles. Secondary particles
can either be ignored, hence it is assumed that they deposit all their energy locally, or
tracked after the primary particle completes its transport. The user de nes sensitive vol-
umes within the geometry, where interaction data are recorded. These information allow
for detailed analysis of the radiation eld and its biological relevance.

Several Monte Carlo codes exist, from general purpose frameworks to application specic
ones. The simulations discussed in this thesis were carried out using Geant4 (GEometry
ANd Tracking), a widely adopted open-source C++ toolkit initially developed at CERN

for high energy physics [36][37][38]. First released in 1998, Geant4 has since expanded to
serve medical physics and radiation protection through the implementation of low energy
physics extensions. A Geant4-DNA package allows one to describe particle interactions
downto eV scale. The object-oriented platform is designed for simulating the passage of
particles through matter. Geant4 allows for the full customization of simulations through

a modular architecture. Unlike some Monte Carlo systems that provide a pre de ned user
interface, Geant4 requires users to build a C++ application and the minimum require-
ments is the inclusion of three fundamental classes:

" DetectorConstruction : de nes the geometry and materials of the setup;

" PrimaryGeneratorAction : speci es the source particles;
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" PhysicsList : includes particles, physical processes, and production thresholds.

Geant4 is used in a wide energy range, from eV to TeV, and supports simulations of elec-
tromagnetic, hadronic and radioactive decay processes. The strength of Geant4 lies in
its comprehensive suite of physics models. For electromagnetic interactions, the toolkit
includes processes such as ionization, multiple scattering, Bremsstrahlung, pair produc-
tion, Compton scattering, photoelectric and Rayleigh e ects. They are modelled in an
energy range between 100eV to TeV scale. In electromagnetic physics processes, a
production threshold must be de ned for secondary particle generation. This threshold is
speci ed in terms of the range that secondary particles would travel within a given ma-
terial. If a secondary particle's range exceeds the de ned cut, it is generated and tracked
in the simulation. Otherwise, its energy is assumed to be deposited locally at the point
of origin. Hadronic interactions are handled through a range of models, veri ed against
experimental databases [37] like NIST [39]. Hadronic interactions are modeled using a
combination of physics models that cover a wide energy spectrum, ranging from thermal
neutron energies up to the TeV scale.

One of Geant4's strengths lies in its geometry construction capabilities. Users can build
complex setups using a library of primitive shapes and custom material de nitions. Solids
can additionally be created using CAD systems. Users can de ne homogeneous and het-
erogeneous materials either from pre-de ned elements and compounds or by specifying
custom elemental and isotopic compositions. It is also possible to model a material based
on its temperature, pressure and state (solid, liquid or gaseous). This allows for the accu-
rate modeling of biological tissues, detector materials, and experimental phantoms. For
what concerns the primary source, the General Particle Source (GPS) is a feature within
Geant4 that enables the simulation of complex radiation elds using straightforward,
prede ned user interface commands. Visualization tools integrated in Geant4 support
veri cation of the simulation setup and facilitate debugging.

Historically, the main limitation of Monte Carlo methods has been long computational
times. However, Geant4 includes various optimization features to address this. In this
work, simulations were executed on high performance computing facilities including the
University of Wollongong cluster and the National Computational Infrastructure (NCI)
Gadi supercomputer. These resources signi cantly reduced computation times, enabling
the execution of complex simulations needed for microdosimetric analysis. Moreover the
production cut of secondary particles was de ned to achieve fast simulation execution
speed without sacri cing the accuracy of the results. With continuing advances in com-
puting power, Monte Carlo methods are becoming increasingly viable for clinical applica-
tions, including direct integration into treatment planning systems for radiation therapy.
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3 ‘ Detectors and Setup

Detectors are essential tools in microdosimetry for measuring energy deposition at mi-
croscopic scales, helping to understand radiation e ects on biological targets. Common
detectors include tissue-equivalent proportional counters (TEPCSs), silicon solid-state de-
tectors, and diamond detectors, each o ering distinct advantages in terms of sensitivity
and resolution. This chapter reviews these typical microdosimetry detectors and then
presents the simulation con gurations used in this work. Using Geant4, virtual detector
models were created to replicate real detector responses, enabling analysis of radiation
interactions. This combination of experimental detector principles and simulation setups
provides a comprehensive framework for studying microdosimetric measurements.

3.1. Tissue equivalent proportional counters

The tissue equivalent proportional counter (TEPC) is regarded as the gold standard in
microdosimetric measurements due to its ability to replicate the energy deposition in bi-
ological cells. TEPCs are designed with a spherical sensitive volume lled with a low
pressure tissue equivalent gas, typically maintained at a few tens of mmHg. This con g-
uration enables the detector to emulate the microscopic volume of a human cell, making
it suitable for studying radiation e ects at the cellular scale. As illustrated in Figure 3.1,

a metal wire, serving as the anode, runs across the diameter of the spherical cavity, while
a bias voltage is applied between the wire and the surrounding conductive wall. This
arrangement creates an electric eld that collects the ionization charges produced within
the gas by traversing radiation. One of the primary advantages of TEPCs is their capa-
bility to measure the lineal energy spectrum. Their spherical geometry ensures uniform
response regardless of the angle of particle incidence and the tissue equivalent compo-
sition of both the gas and the chamber wall ensures that the measured interactions are
representative of energy depositions in biological tissue.

Despite these strengths, TEPCs also present a number of limitations that a ect their
applications. They operate at high voltages. Furthermore, due to their relatively large
dimensions they suer from poor spatial resolution. A continuous supply of the gas
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mixture is required to maintain consistent performance. Another critical limitation is
that TEPCs model only a single, isolated cell [40]. Wall e ects represent a source of
uncertainty. These occur when primary or secondary particles interact with the wall
material before reaching the gas lled sensitive volume, leading to scattering or partial
energy loss. Such interactions can distort the energy deposition and introduce errors
in the measurement of microdosimetric quantities [26]. For these reasons, while TEPCs
remain a benchmark in microdosimetry, alternative detector technologies such as solid
state microdosimeters have been developed to overcome some of these limitations.

Figure 3.1: Rossi proportional counter [41]

The relatively large size of a TEPC hides its ability to measure energy depositions equiv-
alent to those in micron sized tissue volumes. The energy deposited in the gas lled
sensitive volume,Eg, is interpreted as being equivalent to the energy deposited in an
equivalent tissue volumeE; , at the cellular scale. This is made possible by operating
the detector with a low pressure tissue equivalent gas, which has a speci ¢ mass stopping
power (S=)4. The following relationship allows the measured quantities in the gas to be
scaled to biologically dimensions using this expression:

Eq= E (3.1)

e (3.2)

Wall e ects occur due to the density di erences between the gas- lled cavity of a TEPC
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and its surrounding wall. Rossi [42] and Kellerer [43] described four primary wall e ects.

The delta-ray e ect arises when a heavy ion passes through the wall, producing secondary
electrons. In a TEPC, both the primary ion and its delta rays can enter the cavity
together and deposit energy in the same event. In contrast, in actual tissue, the primary
ion and its delta rays are more likely to deposit their energy in separate volumes due to
the uniform density. This leads to an arti cial increase in they; and the yq, since the
energy contributed by delta rays is typically much less than that of the primary ion. The
re-entry e ect involves electrons that, after escaping the cavity, re-enter it following a
curved trajectory. This is more likely in the low-density gas of a TEPC, where electrons
can travel longer distances and bend back into the cavity. In real tissue, the higher density
makes the distance much greater than the size of a biological target, so such re-entry is
improbable. The re-entry e ect is most signi cant for electrons with energies up to about

1 MeV. The V e ect is associated with inelastic nuclear interactions occurring in the wall
material. When such an interaction takes place near the cavity, it can produce several
charged nuclear fragments, such as protons orparticles, which may all enter the same
TEPC cavity and deposit their energy together. In actual tissue, these fragments would
typically traverse and deposit energy in separate volumes because their tracks diverge and
the sensitive sites are much smaller. The scattering e ect occurs when neutral particles
like neutrons or photons interact with the wall and generate multiple charged patrticles.
These patrticles can simultaneously pass through the TEPC cavity and deposit energy as
a single event. In real tissue, the sensitive volumes are small enough that the tracks of
these secondary charged particles would usually cross separate volumes, not the same one.

Figure 3.2: lllustrations of wall e ects in a low pressure proportional counter: a) Delta-
ray e ect, b) Re-entry e ect, c) V e ect, d) Scattering e ect
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3.2. Silicon Microdosimetry

As an alternative to TEPCs, the Centre for Medical Radiation Physics (CMRP) at the
University of Wollongong has developed a solid state microdosimeter that overcomes key
limitations of traditional gas detectors [44]. Silicon was rst employed in microdosimetry

in 1980, when Dicello et al. conducted measurements using a silicon diode [45]. These
silicon microdosimeters use arrays of micron sized sensitive volumes (SVs) fabricated on
silicon on insulator (SOI) substrates, where an insulatingiO, layer beneath the active
region blocks charge collection from deeper depths. Unlike TEPCs, they are compact,
portable, operate at low voltages ( 10V) and do not require continuous gas ow. Their
SVs, typically 2-10 m thick, enable high spatial resolution and permit the replication of
an array of biological cells, making them ideal for high dose rate environments without
pile up issues.

A signi cant advantage of silicon microdosimeters lies in the ionization energy: silicon
has a mean ionization energy of approximately 3.6 eV, which is about ten times lower
than that of gas ( 30 eV). This means that for the same amount of deposited energy,
silicon generates roughly ten times more electron-hole pairs, leading to lower statistical
uctuations, superior energy resolution and a higher signal to noise ratio, especially for
low LET radiation where electronic noise becomes limiting. For accurate microdosimetric
measurements, certain design and operational requirements must be met: the SV must
be well de ned to calculate the mean chord length precisely; charge collection must avoid
contributions from outside the depletion region to maintain measurement delity; last,

a tissue equivalence correction factor is required to translate silicon based measurements
to tissue relevant quantities. A dedicated data acquisition system supports these devices,
incorporating a charge sensitive preampli er, shaping ampli er, and multichannel ana-
lyzer for real time microdosimetric spectrum processing. Additionally, chip segmentation
reduces capacitance and electronic noise while maintaining su cient event statistics.

The main challenge with using silicon is that its measured signal does not directly re ect

a biological tissue equivalent response. To address this, several studies have explored
methods to convert silicon detector outputs into tissue equivalent values. A common
approach involves determining the size of the tissue volume that corresponds to the silicon
sensitive volume. Once this equivalent tissue volume is established, the lineal energy can
be recalculated using the mean chord length of the tissue, as shown in Equation 3.3.
Alternatively, this is often done by applying a scaling factor k to the chord length or,
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more commonly, to the energy deposition, as expressed in Equation 3.4.

= . 3.3
y HTissueI ( )
k
= - 3.4
y HSilicon | ( )

Bradley and Rosenfeld [46], using ICRU muscle as the reference in a boron neutron capture
therapy eld, determined a scaling factor k equal to 0.63. Guatelli et al. [47], using water
as the reference for therapeutic proton elds, reported a scale factor of 0.56. Bolst et al.
[48] examined striated muscle and found scale factors of 0.58 for protons and 0.574Gr,
while with water as the reference, they found a factor of 0.54. In the present work, a scale
factor of 0.58 was adopted using muscle as the reference tissue.

Another important challenge in using silicon microdosimeters, particularly in hadron ther-
apy, is the application of Cauchy's equation to determine the mean chord length for
calculating lineal energy. This equation assumes isotropic radiation elds and spherical
sensitive volumes, whereas silicon devices are typically fabricated with cylindrical geome-
tries and hadron therapy beams are highly directional and conformal. These discrepancies
can lead to inaccuracies if the standard approach is used. To better re ect the actual ge-
ometry and irradiation conditions, in this work the height of the cylindrical sensitive
volumes was adopted as the e ective mean chord length.

3.3. Mushrooms SOl

The development of silicon microdosimeters at CMRP has progressed through four gen-
erations, each aiming to improve charge collection and sensitive volume de nition. The
rst generation used a silicon-on-insulator (SOI) diode array, featuring 4800 parallel con-
nected diodes (1010 m 2 each) in three thicknesses (2, 5, and 1én ) [40]. However,
these devices su ered from lateral charge di usion and electric eld distortion, leading to
poorly de ned sensitive volumes.

The second generation of devices tried to make the sensitive area more uniform and
better de ned. They were based on an array of physically isolated cylindrical 2D planar
structure. The redesign introduced p guard rings, which simpli ed manufacturing and
increased SV yield to nearly 100%, although some lateral di usion persisted.

Third generation devices kept the planar guard ring design but increased the SV diameter
and expanded the active area by about 16 times. They used high resistivity n-type silicon
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and added p electrode cores, enabling the rejection of laterally di used events through
coincidence detection, further improving charge collection and SV yield.

However, planar technology has some drawbacks, such as non uniformity of the charge
collection in the SV and di use charge collection outside the SV. For these reasons, the
current, fourth generation focuses on fully etched "Bridge" and "Mushroom™ structures.
These designs o er superior charge collection uniformity, better SV de nition, enhanced
radiation hardness, and improved timing compared to earlier planar detectors. In this
thesis, the focus will be on the Mushroom design.

3.3.1. Detector Design

The detector used in this study is the Mushroom silicon-on-insulator detector introduced
by CMRP. The concept of SOI microdosimeters with 3D cylindrical SVs is to mimick
the dimensions of cells in an array. SVs were segmented into sub-arrays to reduce the
capacitance and avoid pile up in high dose rate applications.

It features an independent read-out system for even and odd rows of sensitive volumes,
preventing events in adjacent SVs from being interpreted as a single event when charged
particles travel along oblique paths. This dual-channel readout also enhances the RBE
determination for di erent high energy ions with the same LET but distinct delta elec-
tron track structures. The detector's charge collection e ciency and response have been
thoroughly investigated and documented in previous works [44][49].

The Mushroom microdosimeter, shown in Figure 3.3, features freestanding, 3D cylindrical
SVs shaped likenushroomsand fabricated on a high resistivityp-SOI wafer. The structure
used in this work represents the generation of devices designed by CMRP referred to as
the "trenched planar" design. This con guration consists of 3D cylindrical SVs with an
inner planar n* core, produced by ion implantation to ensure precise and uniform doping.
Each SV is surrounded by a full p doped trench, etched into the silicon active layer and
subsequently lled with polysilicon. The outer wall of this trench is also p doped, a
feature designed to prevent charge collection from regions outside the SV, ensuring that
only charge generated within the SV contributes to the detected signal; hence, background
noise is minimized and accuracy is enhanced. Furthermore, the p-stop layer was connected
to the outer p* trench to avoid charge build-up in the oxide layer between the SVs after
being irradiated with heavy ions.






	Abstract
	Abstract in lingua italiana
	Contents
	Introduction
	Proton and Heavy Ion Therapy
	Radiation Interactions
	Charged Hadron Interactions
	Neutron Interactions
	Electron Interactions
	Photon Interactions

	Hadrontherapy
	Beam delivery systems
	Stopping Power
	Linear energy transfer

	NCEPT

	Microdosimetry and Radiobiology
	Microdosimetric quantities
	Radiobiology
	Linear quadratic model
	Local effect model
	Microdosimetric kinetic model
	Biological weighting function

	Introduction to Monte Carlo - GEANT4

	Detectors and Setup
	Tissue equivalent proportional counters
	Silicon Microdosimetry
	Mushrooms SOI
	Detector Design
	Detector design for NCEPT
	MicroPlus Design


	NCEPT Results and discussion
	Simulations setup
	Geometry
	Beams

	Microdosimetric analysis
	Beams
	Tunsgten contribution
	Configurations
	Physics models

	Converter thickness
	Discussion

	RBE evaluation along the Bragg Peak
	Setup
	Microdosimetric results
	RBE analysis
	Physics comparison
	Discussion

	Conclusions and future developments
	Bibliography
	List of Figures
	List of Tables

